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问询表

泵
年需求量（每批）

应用参数
流量 (l/min.)
压力 (bar)

尺寸

沉水深度

介质
冷却液 £ 
油 £ 
温度 (°C)  
黏度 (mm2/s, cSt)
密度 (kg/l)
pH 值
介质中是否含空气 £   是 £   否
介质中是否含润滑剂 £   是 £   否

过滤
过滤等级 (μm)
过滤类型
ppm 等级符合 ISO 4406
颗粒比重 (mg/l)

电机
防护等级 IP55
绝缘等级 (F)
环境温度 (°C)
频率控制 (Hz) 从 到
开关次数（每分钟）
电机插头连接 HAN £   是

其他

应用场合
类型 材质 具体磨耗
£   研磨 铝 氧化物 £   铸铁 £   易燃物
£   研磨 CBN £   黄铜 £   金刚石
£   钻孔 £   铝 £   碳化硅
£   车 £   钢
£   磨
£   其他： £   其他： £   其他：

日期
传真 +86 21 59883979
邮箱 dpt_sh@zfgta.com.cn

驱动

供电

£   3 x 400 V, 50 Hz £   3 x 440 V, 60 Hz £   3 x 208-230 V, 60 Hz
£   3 x 415 V, 50 Hz £   3 x 460 V, 60 Hz £   3 x 200-220 V, 60 Hz
£   3 x 380 V, 50 Hz £   3 x 480 V, 60 Hz £   其他：
£   3 x 200 V, 50 Hz £   3 x 380 V, 60 Hz

£   3 x 400 V, 60 Hz 

联系方式
公司
地址
联系人 
电话
邮箱


	E-Mail: 
	Date: 
	Company: 
	Address: 
	Contact partner: 
	Telephone: 
	Requirement per year: 
	Flow rate: 
	Pressure: 
	Immersion depth: 
	Temperature: 
	Viscosity: 
	Density: 
	pH value: 
	Filtration: 
	Filter type: 
	ppm levels acc: 
	 to ISO 4406: 

	Percentage of solids by weight: 
	Protective system IP55: 
	Insulation class: 
	Ambient temperature: 
	from: 
	to: 
	Switch-on operations: 
	Other: 
	grinding Al oxid: Off
	grinding CBN: Off
	drilling: Off
	turning: Off
	milling: Off
	Type: other: Off
	cast iron: Off
	brass: Off
	Al: Off
	steel: Off
	Materials: other: Off
	Materials, other:: 
	Type, other:: 
	Specific abrasion, other:: 
	tinder: Off
	diamond: Off
	silicon carbide: Off
	Specific abrasion: other: Off
	Coolants: Off
	Oils: Off
	Air in medium: yes: Off
	Air in medium: no: Off
	Lubricity in medium: yes: Off
	Lubricity in medium: no: Off
	3 x 400 V, 50 Hz: Off
	3 x 415 V, 50 Hz: Off
	3 x 380 V, 50 Hz: Off
	3 x 200 V, 50 Hz: Off
	3 x 440 V, 60 Hz: Off
	3 x 460 V, 60 Hz: Off
	3 x 480 V, 60 Hz: Off
	3 x 380 V, 60 Hz: Off
	3 x 400 V, 60 Hz: Off
	3 x 208-230 V, 60 Hz: Off
	3 x 200-220 V, 60 Hz: Off
	other:: Off
	yes: Off
	other: 


